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Crawler Tractor Winch Carco Model : J-10

General

(3pcs.)
TTR Code no.: 11.394 — 11.396

The Carco Model J-10 Winch is a rugged, heavy duty, single drum unit
designed for heavy logging operations and
general contract utility work.

Specifications

Make:
Model:

Line pull 1st layer:
Line pull full drum:

Line speed 1st layer:

Drum size

Drum diameter:
Drum length:
Flange diameter:
Wire capacity:

Dimensions

Dimensions o.a.:
Weight:

Tenwolde Transport
en Repair B.V.

P.O.Box 5023
3274 ZJ) Heinenoord
the Netherlands

Tel: +31(0)186-603333
Fax: +31(0)186-603619
info@tenwolde.com

Visiting address:
Boonsweg 19

3274 LH Heinenoord
the Netherlands

Carco
J-Winch series 10

40 tn (90.000 Ibs) — 105 bar (1475 psi)
20 th — 105 bar

7,5 m/min = 290 ltr/min (76,8 US GPM)

254 mm (10”)
406 mm (16”)
610 mm (24”)
90 mtr steel wire @ 32 mm (1 1/4 %)

Approx. 1640 x 1230 x 860 mm ( LxWxH)
Approx. 1700 kg
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No details guaranteed but believed correct.
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