&>~ TENWOLDE

Specifications

Make:

Type:

Year of built:
Serial no.:
Line pull:
Line speed:

Drum size
Drum diameter:
Drum length:
Flange diameter:
Wire capacity:

Drive

Hydraulic motor:
Brake unit;
Gearbox:

Gear ratio:

Dimensions

Dimensions o.a.:
Dimensions base:
Weight:

General

Tenwolde Transport
en Repair B.V.

P.O. Box 5023
3274 Z) Heinenoord
the Netherlands

Tel: +31(0)186-603333
Fax: +31(0)186-603619
info@tenwolde.com

Visiting address:
Boonsweg 19

3274 LH Heinenoord
the Netherlands

Hydraulic Winch (4 pcs.)

TTR Code no.: 11.405 - 11.408

Hydrowega

HW50 (microwinch 5 tn)
1994 — KOM 8323

ML 313/ 314 /315 /316
50 kN — 180 bar

15 mtr/min (50 Itr/min)

412 mm
350 mm
720 mm
150 mtr steel wire @ 18 mm

AA10VE45HZ / 150W12PSF68B010
>1,5 x Tmax

Planetary 3-stage

111,6

790 x 850 x 1045 mm (LxWxH)
1000 x 1000 mm (LxW)
Approx. 785 kg (excl. steel wire)

No details guaranteed but believed correct.




