@2~ TENWOLDE

Specifications

Make:

Type:
Reconditioned :
Line pull:

Line speed:

Drum size
Drum diameter:
Drum length:
Flange diameter:
Wire capacity:

Original Drive

Hydraulic motor:
Max. pressure:
Speed range:
Brake unit:
Gear ratio:

Dimensions

Dimensions o.a.:
Weight:

General

Tenwolde Transport
en Repair B.V.

P.O.Box 5023
3274 ZJ) Heinenoord
the Netherlands

Tel: +31(0)186-603333
Fax: +31(0)186-603619
info@tenwolde.com

Visiting address:
Boonsweg 19

3274 LH Heinenoord
the Netherlands

Hydraulic Winch

TTR Code no.: 11.361

Bodewes S/N 7849

Single Drum Lifting Winch

2016 (W0O4670)

20 tn — 1st layer — 180 bar

0 — 14,5 mtr/min — 1st layer (200 Itr/min)

798 mm

920 mm

1200 mm

360 mtr steel wire @ 38 mm

(Current State: Drive not installed)

Staffa BO80 375 kgm
180 bar

22,5 rev./min

Staffa Torque type F100
25,4

2200 x 2020 x 1850 mm (LxWxH)
Approx. 7000 (excl. steel wire)

Drum grooved for @ 38 mm steel wire
Wire from above drum — 30 mtr @ 38 mm (left side drum)
Wire from underside drum — 30 mtr @ 38 mm (right side drum)

No details guaranteed but believed correct.




