&>~ TENWOLDE

Specifications

Type:
Make:
Built:

Ref. no.:
Remake:
Line pull:
Line speed:

Drum size

Drum dia:
Drum length:
Flange dia:
Wire capacity:

Drive

Type:

Electro motor:
Gear box:
Gear ratio:

Dimensions

Dimensions o.a.:
Dimensions base:
Weight:

General

Control:
Lifting eyes:
Other:

Tenwolde Transport
en Repair B.V.

P.O. Box 5023
3274 Z) Heinenoord
the Netherlands

Tel: +31(0)186-603333
Fax: +31(0)186-603619
info@tenwolde.com

Visiting address:
Boonsweg 19

3274 LH Heinenoord
the Netherlands

Electrical Lifting Winch @pcs)

TTR Code no.: 10.525 + 10.526

MC 950-S

EMCE

08-95

W.O. 4183

2012

400 kg - 1st layer
5 m/min

100 mm
420 mm
200 mm
130 mtr steel wire @ 8 mm (6 layers)

LMRMS 90 S4

1,5 kw / 230V /50 Hz /9.6 Amp
MVF 86 / 100

100

885 x 680 x 530 mm (LxWxH)
885 x 680 mm (LxW)
Appr. 55 kg

Push buttons
In frame
230V plug

No details guaranteed but believed correct.




