@2 TENWOLDE

Specifications

Make:

Type:

Model:

Factory number:
Line pull:

Line speed:

Min. brake holding:

Drum size

Drum dia:
Drum length:
Flange dia:
Wire capacity:

Drive

Electrical motor:
Gear box:

Dimensions

Dimensions o0.a.:
Weight:

General

Tenwolde Transport
en Repair B.V.

P.O. Box 5023
3274 ZJ) Heinenoord
the Netherlands

Tel: +31(0)186-603333
Fax: +31(0)186-603619
info@tenwolde.com

Visiting address:
Boonsweg 19

3274 LH Heinenoord
the Netherlands

Electric Winch

TTR Code no.: 10.529

O&K — Orenstein & Koppel Aktiengesellschaft Libeck Works

5VW602

1985

6/0775

600 kN — 1st layer 375 kN — full drum
6 m/min — 1st layer

100 tn

993 mm

1500 mm

1693 mm

appr. 775 mtr steel wire @ 50 mm (7 layers)

65 kW — 725 / 1450 rpm
Jahnel Kesterman

3250 x 3550 x 2700 mm (LxXWxH)
Appr. 20.500 kg (excl. steel wire)

Drum Grooved for steel wire @ 50 mm
Pawl in drum flange

No details guaranteed but believed correct.




