@2~ TENWOLDE

Electric Single Drum Winch @pcs)

Specifications

Make
Type

Ref

Line pull
Line speed

Drum size

Drum dia
Drum length
Flange dia
Wire capacity

Drive

Elektro motor
Brake unit
Gearbox

Gear ratio
Planetary gear
Total ratio

Dimensions

Dimensions o.a.
Weight

General

Other
Implementation

Tenwolde Transport
en Repair B.V.

P.O.Box 5023
3274 ZJ) Heinenoord
the Netherlands

Tel: +31(0)186-603333
Fax: +31(0)186-603619
info@tenwolde.com

Visiting address:
Boonsweg 19

3274 LH Heinenoord
the Netherlands

TTR Code no.: 10.027 + 10.028

:AS.M.

: Single Drum Winch

: WO. 4559

:10tn — 1st layer 7 tn — 6th layer
:0—7,5m/min

: 508 mm
: 250 mm
: 800 mm
: 115 mtr steelwire @ 24 mm

: 15kW — 1465 rpm / 380V / 50 Hz with planetary gear
. Integrated in electro motor

: Jahnel type G25

160

: 5,77

: 346,2

12225 x 800 x 1175 mm (LxWxH)
: Ca. 3200 kg (excl. steelwire)

: Equipped with manual clutch and bandbrake on drum
:1 x lefts / 1 x right

No details guaranteed but believed correct.




