&>~ TENWOLDE

Specifications

Make:
Type:
Built:
Serial no.:
Line pull:

Line speed:

Drum size

Drum diameter:
Drum length:
Flange diameter:
Wire capacity:

Drive

Hydraulic motor:
Gearbox:
Gear ratio:

Dimensions

Dimensions o.a.:
Weight:

General

Tenwolde Transport
en Repair B.V.

P.O. Box 5023
3274 Z) Heinenoord
the Netherlands

Tel: +31(0)186-603333
Fax: +31(0)186-603619
info@tenwolde.com

Visiting address:
Boonsweg 19

3274 LH Heinenoord
the Netherlands

Hydraulic Winch

TTR Code no.: 11.414

Bodewes

Single Drum BS500

1984

8231 /W.0. 3944

410 kN @ 190 bar — 1st layer
310 kN — 3rd layer
7,5 mtr/min @ 210 Itr/min — 1st layer
13mtr/min — 3rd layer

500 mm

1000 mm

1380 mm

600 mtr steel wire @ 44 mm (10 layers)

Rexroth A2F500

Main gear with Pinion wheel driven by Thyssen gearbox

91

3025 x 2095 x 2180 (LxWxH)
Approx. 9500 kg (excl. steel wire)

Spring loaded band brake on drum, hydraulic released.

No details guaranteed but believed correct.




