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Hydraulic Towing Winch 
TTR Code no.: 15.050 

 
Specifications 

Make   : Brusselle 
Type   : SLH 60.32.1 
Model   : M93 
Fabr. Nr.   : 6499 
Date   : 04-1986 
TTR Ref  : WO.3651 / 4008   

Double Gear 

Line pull  : 28 tn – dia 809 mm 
Line speed  : 0 – 20 m/min 

Single Gear 

Line pull  : 10.5 tn – dia 809 mm 
Line speed  : 0 - 50 m/min 
Brake holding  : 60 tn max allowable 90 tn 
 

Drum size 

Drum diameter  : 512 mm 
Drum length  : split drum 2 x 450 mm 
Flange diameter : 1450 mm 
Wire capacity  : 2 x 350 mtr steel wire Ø 36 mm (13 layers) 
   : 1 x 745 mtr steel wire Ø 36 mm (without split flange) 

Drive 

2 x Hydraulic motor : Brusselle P54 – 310 
S/N   : 4579-5 / 4579-2 

Working press  : 240 bar 
Working flow  : 350 ltr / min 
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Dimensions 

Dimensions o.a. : 2750 x 2700 x 1600 mm (LxWxH) 
Weight   : Approx. 7.600 kg (excl. steelwire) 

General 

: Clutchable Warping head at portside. Min Ø 613 mm 
  Single gear: dia. 720 mm 11.5 tn/ 0 – 44.5 m/min 
  Double gear: dia. 720 mm 31.5 tn/ 0 – 18 m/min 
 


